
73
2.

28
.3

43
H

D
E 

10
.0

3.
20

20

1/4

LED2071
LED2074
LED2072
LED3075

833.74.300–315
833.74.400–407
833.75.200–207

100
500

2000

833.93.736
833.95.701
833.95.700

 x 12V

100
500

2000

833.75.743
833.95.707
833.95.706

 x 24V

„mm“

x

x

50
500

833.89.191
833.89.192

2000 833.89.193

 x 12/24VC

B

B
A

833.89.187833.89.206

D
E

LED2071
LED2074
LED2072
LED3075

5.000 x 8 x 1,3
12V

24V

4,8
9,6
2,4

14,4

4,1
2,0
8,3
1,3

8,3
4,1

12,5
2,7 6,2

12,5
6,2

25,0

20W 40W 60W 90W
-20 °C – +45 °C
-4 °F – +113 °F

12/24 V W/m TA

max. (m)

ins-src-732.28.343.indd   1 10.03.2020   09:40:16



2/4

73
2.

28
.3

43
H

D
E 

10
.0

3.
20

20

100 - 240 V

3 4 4

A

1

1

2

B

-
+12V

-
++

--24V

+ +

ins-src-732.28.343.indd   2 10.03.2020   09:40:23



3/4

73
2.

28
.3

43
H

D
E 

10
.0

3.
20

20

2

r < 30mm

r > 30mm

C
A

12V 24V

ins-src-732.28.343.indd   3 10.03.2020   09:40:29



Subject to 
alteration

© 2020 by Häfele GmbH & Co KG
Adolf-Häfele-Str. 1 · D-72202 Nagold www.hafele.com

4/4

3
A

D1

2

4

E

A

1 2

4
3

12V 24V

12V 24V

ins-src-732.28.343.indd   4 10.03.2020   09:40:31


